
Elevex | User Manual Version 09/2025 



Elevex | User Manual Version 09/2025 

 

 

 

 

 

User manual 

"Elevex" 

 

Version: September 2025 

 

 

Lehner Lifttechnik GmbH 

Mitterweg 4 

4722 Peuerbach 

Austria 

 

 

Tel.: +43 7276 29800 

Email: office@lehnerlifttechnik.at 

Website: www.lehner-lifttechnik.com 

 

 

 

 

 

 

 

 

mailto:christian.lehner@lehnerlifttechnik.at


 

Elevex | User Manual Version 09/2025 

CONTENTS 
1 Introduction .................................................................................................................................................................................................... 1 

2 Attention – safety first ................................................................................................................................................................................ 2 

2.1 Symbols and signs used .................................................................................................................................................................... 2 

2.2 Operator of the platform lift ............................................................................................................................................................ 3 

2.3 User group ............................................................................................................................................................................................... 3 

2.4 Area of application ............................................................................................................................................................................... 3 

2.5 Qualified workers .................................................................................................................................................................................. 3 

2.6 Decommissioning ................................................................................................................................................................................. 3 

2.7 Intended use ........................................................................................................................................................................................... 4 

2.7.1 Safety instructions ................................................................................................................................................................... 4 

2.7.2 Use of the platform lift ........................................................................................................................................................... 5 

3 Commissioning ............................................................................................................................................................................................. 6 

3.1 Operating the Elevex ........................................................................................................................................................................... 6 

3.2 Opening the platform door or the door at the stop ............................................................................................................. 6 

3.3 Platform operation ............................................................................................................................................................................... 7 

3.4 Safety devices ......................................................................................................................................................................................... 7 

3.4.1 Contact base .............................................................................................................................................................................. 7 

3.4.2 Door locks ................................................................................................................................................................................... 7 

4 Opening the door in emergencies........................................................................................................................................................ 8 

4.1 Emergency release device ................................................................................................................................................................. 8 

5 Troubleshooting ........................................................................................................................................................................................... 9 

5.1 Platform moves upwards but not downwards ......................................................................................................................... 9 

5.2 Platform does not move in either direction .............................................................................................................................. 9 

6 Inspection and maintenance ................................................................................................................................................................ 10 

6.1 Safety checks ....................................................................................................................................................................................... 10 

6.2 Cleaning ................................................................................................................................................................................................. 10 

7 Maintenance/inspection ........................................................................................................................................................................ 11 

7.1 Inspection ............................................................................................................................................................................................. 11 

7.2 Maintenance instructions ............................................................................................................................................................... 11 

7.2.1 Every two months ................................................................................................................................................................. 12 

7.2.2 Every six months .................................................................................................................................................................... 12 

8 Installation and commissioning .......................................................................................................................................................... 13 

8.1 Installation ............................................................................................................................................................................................ 13 

8.2 Assembly ............................................................................................................................................................................................... 13 

8.3 Dismantling .......................................................................................................................................................................................... 13 

9 CE DECLARATION OF CONFORMITY ................................................................................................................................................ 14 

10 Duties of the stairlift operator ...................................................................................................................................................... 15 

11 Requirements for the maintenance company ....................................................................................................................... 16 

12 Installation and maintenance records ....................................................................................................................................... 17 



 

Elevex | User Manual Version 09/2025 Page 1 

1 INTRODUCTION 

First of all, we would like to congratulate you on purchasing a platform lift from Lehner 

Lifttechnik GmbH and welcome you to our large circle of satisfied customers. For more than 30 

years, our lifts have been known as reliable means of transport that are characterized by their 

individual adaptation to structural conditions. 

The Elevex platform lift represents a new generation of vertical platform lifts with proven 

technology. The system has been built in accordance with the currently applicable European 

safety regulations. 

As with any device that operates under load and has moving parts, extreme caution 

is required. Please read this user manual carefully. Ensure that every user of the lift 

has read and understood the operating instructions before using the lift. In addition 

to instructions for operating the device, you will also find safety instructions here. 

By using this manual, you are benefiting from Lehner Lifttechnik's many years of experience in 

the operation of stairlifts. With proper care of the system on your part and scheduled 

maintenance by a competent company, you will have a reliable lift system at your disposal for 

a long time to come.  

Lehner Lifttechnik GmbH and its authorized partner companies offer you a comprehensive 

maintenance program tailored specifically to your system. Take advantage of the 

manufacturer's experience to achieve the highest possible efficiency from your stairlift system. 

Keep this operating manual for future reference. 

Lehner Lifttechnik GmbH expressly accepts no liability for breakdowns caused by failure to 

follow these instructions, non-compliance with safety instructions or incorrect handling.  

 

We hope you enjoy your Elevex platform lift! 
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2 ATTENTION – SAFETY FIRST 

This manual also contains instructions for emergencies. It is therefore important to ensure that 

this manual is always available at the lift and accessible to operators, lift attendants, rescue and 

maintenance personnel. 

Please carefully observe the following points/regulations: 

 

2.1 Symbols and signs used 

The following symbols enable you to immediately identify important points. This makes it much 

easier to use the operating instructions. 

All passages marked with this symbol require special attention. These are notes 

for smooth operation or important recommendations. 

Warning: Failure to follow the instructions in text passages marked with this 

symbol may lead to dangerous situations, resulting in personal injury or 

property damage. Therefore, please read these points with particular care. 

Text passages marked with this symbol refer to actions that must not be carried 

out under any circumstances. Failure to observe these instructions will result in 

an immediate increased risk of personal injury or damage to property. 

All images, photos and drawings used in this manual are symbolic only and may 

differ from reality. 

  

Image 

Photo 
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2.2 Operator of the platform lift 

At least one person responsible must be appointed for each Elevex; this person must be easily 

accessible during the operating hours of the system. The system must be maintained in safe 

operating condition. If the system is found to be unsafe, it must be taken out of service 

immediately; hazardous areas must be secured. Accidents and irregularities must be reported 

immediately to the expert (lift inspector) or the manufacturer. 

The responsible person must check weekly that there are no obvious defects that could 

endanger operation and that the tasks listed in the chapter 10Duties of the stairlift operator 

are carried out carefully. 

 

2.3 User group 

The Elevex may only be used by competent, qualified and responsible people who are familiar 

with the system. The user must be able to assume responsibility towards third parties. 

People who do not meet these requirements, as well as children, may only be transported by 

accompanying people. These accompanying people must meet the above conditions and also 

assume responsibility for the person being transported. The transport of pets is prohibited. 

 

2.4 Area of application 

It is recommended that the system be installed in predominantly dry rooms. The ambient 

temperature must not fall below -30°C or exceed +40°C. 

This type is not suitable for use in unusual locations (e.g. potentially explosive areas, areas with 

aggressive media, etc.). Outdoor use is possible in principle, but in winter it may be necessary 

to remove ice and snow from outdoor installations exposed to the weather. 

 

2.5 Qualified workers 

Installation, maintenance, repairs and inspections must be carried out by qualified personnel, 

preferably by LEHNER LIFTTECHNIK staff. 

 

2.6 Decommissioning 

If the system is taken out of service for cleaning, maintenance or repair work, it must be secured 

against unintentional movement. The key switches on the controls must be switched off and 

the keys removed. 
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2.7 Intended use 

2.7.1 Safety instructions 

Observe the following points for correct use: 

▪ The platform lift is designed to transport physically disabled persons in 

wheelchairs and persons standing on the platform. 

▪ The platform lift is not intended for transporting loads. 

▪ Always lock the platform lift to prevent unauthorized people from operating it 

(e.g. children playing). 

▪ Adhere to the specified maximum loads and observe the available platform size. 

▪ Observe the instructions attached to the system. 

▪ The system must be serviced and safety checked at the prescribed intervals. 

 

▪ Do not use the platform lift in the event of a fire! A power failure could occur 

during operation, and the user would be trapped. 

▪ Never exceed the permissible load capacity. The load capacity is indicated on 

the platform control panel. 

▪ Never place your hands or loose clothing near the guide rail or the sliding wall 

when the lift is in operation.  

▪ Do not force the revolving doors open. 

▪ Do not disable any safety devices by making mechanical or electrical changes 

to the system. Without the written consent of Lehner Lifttechnik, all types of 

adjustments and/or modifications to the system are prohibited.  

 

Preventive checks and regular maintenance of the system are highly recommended and 

guarantee long-term, safe operation. Report anything unusual to your service technician. Do 

not use the lift if there are any irregularities, unusual noises or vibrations – call the service 

department immediately. All instructions and advice from experts, fitters and service personnel 

must be followed.  
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2.7.2 Use of the platform lift 

The platform lift may only be used if it is in perfect technical condition. Any malfunction that 

could compromise safety must be avoided or rectified. 

Report anything unusual to your service technician. Do not use the platform lift if there are any 

irregularities or unusual noises – call the service department immediately. All instructions and 

advice from experts, fitters and service personnel must be followed. 

Before entering the up or down command, ensure that no one is endangered by the 

movement of the system. Always look in the direction of travel! 

The transport of goods is only permitted if sufficient stability is ensured so that they cannot 

slip or fall over. 

In addition, keep the keys in a safe place and do not give them to unauthorized people. Do not 

leave the keys in the vehicle or at the call points when the lift is not in use. 
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3 COMMISSIONING 

3.1 Operating the Elevex 

Insert the key into the lock of a pick-up or call station and turn it to the "ON" operating position. 

The key is in the operating position when it can no longer be removed. The key must be 

removed whenever the system is not in use. 

Press the button for the desired direction of travel with consistent force to move the platform 

to the holding position. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3.2 Opening the platform door or the door at the stop 

Magnetic lock 

The door is automatically unlocked for a few seconds when the platform reaches the stop. If it 

is necessary to unlock the door again after the time has elapsed, the key must be turned back 

to the working position and the call button pressed again. 

  

Upwards 

Downwards 

Key switch 

Fig. 3.1 - call station 
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3.3 Platform operation 

▪ Key switch: must be turned to the "ON" position to activate the control switches. 

▪ "Up" switch: moves the platform upwards 

▪ Emergency stop: stops operation immediately. Also interrupts the call stations 

 

3.4 Safety devices 

3.4.1 Contact base 

Attached to the underside of the platform. Stops the platform from moving downwards if there 

is something underneath it. 

 

3.4.2 Door locks 

Prevents the platform from moving if a lock is not closed or opened. 

  

Fig. 3.2 - Platform operation 
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4 OPENING THE DOOR IN EMERGENCIES 

Magnetic lock on the door 

The platform door or the door at the upper stop can be opened manually using an Allen key 

through the hole at the front. This key is only to be used in emergencies. It should always be 

kept in a safe place and only used by trained personnel. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4.1 Emergency release device 

In an emergency situation, the platform can be moved manually to any position. To do this, 

remove the black plastic cover from the drive tower and insert the hand wheel. Turn it in the 

desired direction to reach the nearest stop. The hand wheel must always be removed when the 

system is in operation.  

Fig. 4.1 - Opening the door in emergencies 

Magnetic 

key 

Allen key 

Fig. 4.2 - Emergency release device 

Emergency 

handwheel 
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5 TROUBLESHOOTING 

5.1 Platform moves upwards but not downwards 

Check the contact base. Press the cover down to ensure that it is not stuck in the release 

position. 

 

5.2 Platform does not move in either direction 

▪ Check that the key is in the "ON" operating position. 

▪ Check that the doors are closed. 

▪ Check whether an emergency stop switch has been pressed. All switches must be 

unlocked. 

▪ If the platform is at the upper stop, check the contact base as described above. 

▪ Check the power supply (circuit breaker, cable, etc.). 
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6 INSPECTION AND MAINTENANCE 

6.1 Safety checks 

Check the following points on your system regularly, at least once a week: 

▪ The platform must not start moving until the revolving door or folding barrier is locked. 

▪ The revolving doors or folding barriers must not be able to be opened when the 

platform is not at the stop. 

▪ When the anti-trap device on the platform (if available) is activated, the system must 

stop immediately. 

▪ The platform must stop automatically when it reaches the stops. 

▪ When the drive command is released, the platform must stop without a long coasting 

distance. 

▪ The emergency stop button must shut down the entire system when activated. 

▪ If there is an emergency call system, it must always be in working order. 

▪ Access to the drive or main switch must be kept clear. 

 

 

6.2 Cleaning 

Clean the system regularly to remove dust and dirt. Please note the following points: 

▪ For safety reasons, the lift must always be taken out of service before cleaning work is 

carried out. 

▪ Never use cleaning agents that require special ventilation. 

▪ Aggressive cleaning agents must not be used to clean plastic-coated or painted 

surfaces. 

▪ Stainless steel surfaces should be treated with standard cleaning agents; do not use 

scouring powder. 

▪ The control panel with its operating elements should be wiped regularly with a dust 

cloth. The panel itself can be cleaned of dirt using a stainless steel cleaner. 

▪ The push buttons must never be treated with cleaning sprays or similar products (this 

may cause the buttons to stick!). 

▪ The floor should be wiped with a damp duster. 

▪ Avoid moisture, especially on the controls. (No splashing water!) 

▪ Further maintenance work may only be carried out by employees of the manufacturer 

or persons authorised by the manufacturer! 
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7 MAINTENANCE/INSPECTION 

To ensure that your platform continues to operate safely and trouble-free over a long period 

of time, regular professional maintenance, care and cleaning on the one hand and regular 

safety inspections on the other are absolutely essential. Good maintenance and care 

significantly increase the service life of the lifting platform and offer users the highest possible 

level of safety. 

 

Maintenance of your Elevex platform lift is essential. The prescribed maintenance intervals are 

as follows (even with infrequent use): 

▪ 1. Maintenance approx. 6 months after commissioning 

▪ All further maintenance at least twice a year 

▪ Depending on local conditions and frequent use, maintenance should be carried out 

more often. 

 

We recommend that you conclude a technical maintenance contract with your installation 

company. You will receive a maintenance offer for your platform lift that is specifically tailored 

to the type of use of your platform and your needs. 

 

7.1 Inspection 

Please check with your installation company whether the platform lift must be 

inspected by a civil engineer or the TÜV after installation. These inspections must be 

documented in an inspection log. 

 

7.2 Maintenance instructions 

Each time maintenance is carried out, the defects that have been rectified must be entered in 

the maintenance log. Any malfunctions or signs of malfunction must be discussed with the lift 

operator. Each maintenance operation must be recorded in the maintenance log for the 

respective system, including the date and signature. 

Carefully check the fastening of the screw connections of the entire system to the stairs. 

Carefully check all fastenings that hold the parts of the system together – tighten every nut, 

bolt and screw.  

Check several times that the lift moves smoothly up and down the entire length of the system 

and that it stops correctly at the end stations. This should be checked both from the radio 

controls and from the platform, with the lift fully loaded. The power must be switched off before 

carrying out maintenance on live parts. 
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7.2.1 Every two months 

▪ Check the general functions of the Elevex 

▪ Check the safety device: 

o Contact switch of the safety floor 

o Door contacts on the platform and at the stops 

o Emergency stop switch 

The lift should never operate if any of these devices are activated or the door is not closed. 

These checks can be carried out by the owner. 

 

7.2.2 Every six months 

Check: 

▪ General operation of the Elevex 

▪ Function of the contact floor 

▪ Function of the emergency stop switches 

▪ Function of the door locks. Operation must not be possible while the doors are open. 

 

Check the safety devices: 

▪ Function and position of the upper limit switch (up final limit switch – UFL) – operate 

this manually 

▪ Function of the backup nut switch 

▪ Function of the load switch: Lower the platform to the ground using the hand wheel 

until the nut is free of the load. The lift must not move upwards until the load is back 

on the nut; turn the hand wheel. 

▪ "Up" relay:   Ensure that neither of the two relays is stuck in the operating position. Use 

a multimeter to ensure that each "NO" contact is open when the relay is not engaged. 

▪ Check each fastening device for looseness. 

 

Check general components: 

▪ Rollers 

 

Lubricate: 

▪ Threaded spindle 

▪ Upper bearing 

Recommended lubricant: high-quality wheel bearing grease 
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8 INSTALLATION AND COMMISSIONING 

8.1 Installation 

Installation work on the entire system may only be carried out by the manufacturer or its 

authorised employees. 

Any violation of this rule will result in the operating licence being revoked.  

Disclaimer of liability for consequential damages of any kind. 

 

8.2 Assembly 

Assembly work on the entire system may only be carried out by the manufacturer and its 

authorised employees. 

Unauthorised interventions or modifications to the system will result in the operating licence 

being revoked. 

Disclaimer for consequential damages of any kind. 

 

8.3 Dismantling 

Disassembly work on the entire system may only be carried out by the manufacturer or its 

authorised employees. 

Disclaimer for consequential damages of any kind. 
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9 CE DECLARATION OF CONFORMITY 

The manufacturer: Lehner Lifttechnik GmbH 

Mitterweg 4 

4722 Peuerbach, Austria 

 

hereby declares under its sole responsibility that the machine described below:  

 

Designation:  Vertical platform lift for persons with reduced mobility 

   Type and trade name: Elevex 

Year of manufacture:  

Serial number:  

 

The data is described in the user manual. The lift complies with European directives by featuring all 

necessary safety devices, thereby eliminating risks as far as possible. 

 

Applicable European directives: 

2006/42/EC (Machinery Directive) 

 

Applied standards: 

EN ISO 12100:2010  Safety of machinery  

EN ISO 13850:2015  Safety of machinery – Emergency stop – Design principles  

EN 60204-1:2019 Safety of machinery – Electrical equipment of machines 

 

For the product in the condition in which it is delivered ex works. 

 

Technical documents managed by: 

Lehner Lifttechnik GmbH 

Mitterweg 4 

4722 Peuerbach, Austria 

 

This declaration loses its validity if the machine is modified or altered Elevex  

 

 
Lehner Christian        Peuerbach, 

Managing Director        28.10.2025 
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10 DUTIES OF THE STAIRLIFT OPERATOR 

If required, the system may only be put into operation after it has been approved by a civil 

engineering expert and a fault-free expert report has been issued! Otherwise, safe operation 

cannot be guaranteed! 

It must always be ensured that a trained person is available to assist the user. In order to ensure 

that the user can be rescued in an emergency (e.g. technical defect), the user must be able to 

reach this person easily. 

If an emergency call system is installed to summon help, its function must be checked regularly, 

at least once a week. 

If external help is called for (e.g. by telephone), access must be provided for the emergency 

personnel. 

The system operator is obliged to ensure adequate maintenance of the system. It is therefore 

particularly important that a scheduled maintenance service is agreed with a maintenance 

company before the platform lift is put into operation. 

Maintenance must be carried out by qualified personnel in order to ensure the comprehensive 

safety of the platform lift. General maintenance instructions can be found in the relevant 

chapter of this operator's manual. 

Use of the system must be strictly limited to the specified purpose. 

The operating manual must be kept in a suitable place that is accessible to all authorised 

persons in case of need. 

Safe access to the building and the platform lift system must always be ensured, especially for 

emergencies, maintenance work or inspections. 

Irregularities during operation or emergency situations must be reported to the maintenance 

company immediately. In addition, the maintenance company must be notified of any changes 

to the building and the system that could affect operation. 

 

  



 

Elevex | User Manual Version 09/2025 Page 16 

11 REQUIREMENTS FOR THE MAINTENANCE COMPANY 

A maintenance company within the meaning of this manual that meets all requirements must 

fulfil the following points: 

▪ A maintenance company must have sufficient qualified personnel for maintenance work 

and troubleshooting.  

▪ The maintenance personnel must have the appropriate training and experience in the 

field in which they are employed. 

▪ Regular training and further education of this personnel must be ensured. 

▪ The maintenance company must draw up a maintenance plan for the operator that is 

tailored to the system in order to ensure maximum availability and safety of the system. 

▪ The maintenance company must take the system-specific maintenance work into 

account in its maintenance plan and ensure that this work is carried out. 

▪ The company and its maintenance personnel must have sufficient technical equipment 

to safely carry out all necessary activities. 

▪ The maintenance company must have all necessary original spare parts available at all 

times. 

▪ The maintenance company must inform the operator about the condition of the system 

and any repair work.  

▪ The maintenance company must, in cooperation with the operator, ensure that the 

plant is monitored in order to detect changes in operating behaviour and initiate any 

necessary maintenance or repair work. 

▪ The maintenance company must have adequate and appropriate insurance cover. 

▪ The maintenance company must record every intervention that has occurred due to a 

fault. 
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12 INSTALLATION AND MAINTENANCE RECORDS 

Installed by:  _____________________________________________________________  

Date:  ____________________________________________________________________  

This is the maintenance record list for your stairlift. This form will be completed by your 

maintenance technician during maintenance. 

Date Details Name 
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Date Details Name 

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

 

 


